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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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(Reaffirmed -2012) 



SPECIFICATION FOR 

0-RINGS FOR WRIST WATCH CROWNS 

AND PUSH BUTTONS 



1. Scope — Covers the dimensional and other requirements of 0-rings for water-resistant type 
crowns ( as crown washers ) and push-buttons for wrist watches. 

2. Dimensions 
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Designation —0-ring of inner diameter ring of di^\'80 mm and cross-sectional diameter 
= 0'55 mm shall be designated as: 

0-ring V80 x 055 IS : 11562. 

IVIaterial — Nitrile butadiene rubber having: 
a) shore hardness 



b) tensile strength 

c) elongation 

d) yongs modulus 

e) temperature range 



60 to 80 
100 kgf/cm% Mfn 

250% 

28 kgf /cm^ 

-30 Cto 130 C 



5. Finish — The moulding fins shall be less tlian 05 mm. The surfaces shall be even and smooth, 
free from cracks, damages and inclusions, and it shall be free from hollow mouldings. 

6. Packing — 0-rings of the same size shall be wrapped in tissue paper and f)acked in a suitable 
cardboard or plastic container. Container shall bear the manufacturer's name or trade-mark, description 
of the article and month and year of manufacture. 

7. ISI Certification Marking -- Details available with the Indian Standards Institution. 
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IS : 11562 - 1985 

EXPLANATORY NOTE 

This standard is one of a series of Indian Standards relating to wrist watch cases. In the 
preparation of this standard assistance has been derived from PIDOR.s.a. CH 2855 GLOVELIER 
(Switzerland). 
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AMKNDFIKNT NO. 1 JUNE 1990 
TO 
IS 11562:1905 SPECIFICATION FOR 0-RINCS 
FOR WRIST WATCH CROWNS AND PUSH BUriX)NS \, 



U'^»C^' ^' table) ~~ Substitute '<fd.l' lor ^'^ dy + u-05' 
and '*d2' lor > d 2 1 0.05' + 0.1 

( Pa^e 1, clause 2) - Insert the following after the 
table : 

'2-1 Tole rance - On ^dy and ^d^ shall be as given in the 
table ])(* low : 

All dJineuslons in millimetres. 



Type 


" 
Tolerance 


d 
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^2 


A 
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» 0.05 
^ 0.1 


+ 0.05 
+ 0.05 



(Paj^ 1, clause 3) - Substitute the following for the 
existing clause : 



'3* I>esl j'natlon - iln^'.s for water resistant type crown? 
and pusli buttons lor wrist watches shall be designate 
as: 

Example 1 '0' rings of inner dia ring ol idi=1.00 hm 
with a tolerance of jf 0.05 mm an; 
cross-sectional dia d2 " 0.55 mm shall b 
designated as *0' ring 1.80 X 0,55 Type 
IS : 1 I5()2. 



Example 2 '0' rings/of Inner dia ring of d = 1,80 mm 
with ^^ tolerance of + 0-1 mm and 
cross-sectional dia d_^ = 0.55 mm shall be 
designated as '0' ring 1.80 X 0*55 Type B 
IS : 11562'. 
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